
One Convenient Location
The A2 Ethernet Single & Multi Docks give you 

charging and syncing capabilities, along with 

10/100 Base-T Ethernet connectivity, all from a 

single, convenient location. Available in both 

single-bay and multi-bay versions, the A2 Ethernet 

Docks can provide charging, syncing, and 

Ethernet connectivity to either a single handheld, 

or up to four handhelds at a time.   



The A2 Ethernet Dock is especially useful 
for users who do any of the following:
• Need their handheld fully charged on a daily basis

• Often charge & sync their handheld simultaneously

• Tend to lose track of chargers & cables

• Need to connect their handheld to a network via Ethernet

• Share handhelds among multiple teams 

• Use the handheld over multiple shifts
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Single Dock Multi Dock

Fits both Archer 2™ and Allegro 2™ handhelds* via included adapter X X

Allows wired network connection via a 10/100 Base-T Ethernet interface X X

Water-shedding design channels away any water that may be present on 
the handheld

X X

Screw-mounting holes allow users to attach the dock to any flat surface X X

Power indicator light X X

Utilizes the AC power cord included with each handheld X

Includes Universal 100-240 VAC 80 watt power supply X

High-speed USB 2.0 connection X

Includes USB-A to USB-B cable for connection to a PC X

Includes RJ-45 patch cable for connection to network or to “daisy-chain” to 
another dock

X

*Handhelds must first have a docking IO module installed.

Contact Juniper Systems to purchase the A2 Ethernet Dock today!

Single Dock Multi Dock


